AMENDMENT NO. 1 JULY 2015 
TO 
IS 14496 (PART 2) : 1998 PREPARATION OF LANDSLIDE 
HAZARD ZONATION MAPS IN MOUNTAINOUS 
TERRAINS — GUIDELINES 


PART 2 MACRO ZONATION 
(Foreword, para 4) — Substitute the following for the existing para: 
‘The Committee has decided to formulate this standard into two parts to cover 
different scales of mapping and to cover different extents of details as required 
depending on the nature of various projects. This standard (Part 2) covers a scale 


of 1: 25 000 or 1 : 50 000. The other part of the standard, which is under 
preparation, is as follows: 


Part 1 Meso-zonation covering a scale of 1 : 5 000 or 1: 10 000’ 


[Page 3, Table 2, SI No. (b), col (2)(iii)] — Substitute the following for the 
existing: 


(2) (3) (4) 
Description Category Rating 

iii) Dip of discontinuity* I <15° 0.20 

If 15°- 25° 0.25 

Ill 26°-35° 0.30 

Planar — B; IV 36°-45° 0.40 

Wedge — B; >45 ° 0.50 

Depth of soil cover <5m 0.65 

5— 10m 0.85 

11-15m 1.20 

16-20m 1.50 

> 20m 2.00 
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